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- F A - TOTAL [SHEET
RTE, | SECTION COUNTY _ ISHEETS|"NO.
¢ SAUK TRAIL 3753 | 04-00037-00-%R WILL 92 4
STA. TO STA.
FED. ROAD DIST. M0, (ILLINOIS | FED. AID PROJECT
VARIES 35'-0" TO 40°-0" ) 407-0 83858
s 3
VARIES ) LI VARIES __ VARIES 10° 10/ VARIES VARIES & ) 36" «
-6 TO 12 20 T0 21 1 T0 4 1 T0 4 14’ T0 16’

EXISTING BITUMINOUS PAVEMENT (7.6"-8.0")

VAR 1.3% TO 3.5% VAR 1.3% TO 3.5%

EXISTING SUB-BASE GRANULAR MATERIAL (7.6"-8.0")

EXISTING P.C.C. SIDEWALK, 5"

EXISTING TURF AREA

EXISTING AGGREGATE SHOULDERS

PROP. GRADING AND SHAPING DITCHES

PROP. SUB-BASE GRANULAR MATERIAL, TYPE B, 2
EXISTING TYPICAL SECTION i

STA. 5+16 - STA. 28+72

PROP. SUB-BASE GRANULAR MATERIAL, TYPE B, 6"

PROP. COMBINATION fCONCRETE CURB AND GUTTER,

® @0 66 PPOPO®LOO®O

TYPE B-6.12 |
¢ SAUK TRAIL
PROP. P.C.C. SIDEWALK, 5 (6’ DEPTH THRU DRIVEWAYS)
PROP. TOPSOIL FURNISH AND PLACE, 4/ WITH PROP. SODDING
; VARIES 35°-0” TO 40°-0” 40'-0" SALT TOLERANT
PROP. BITUMINOUS BASE COURSE, 8, SUPERPAVE
VARIES | 5 , VARIES -1 6.5 ) 107 10° ‘ 6.5° -7 VARIES s VARIES ] zﬁg&g\}g'ﬁ”ﬂgs NCS%NC;&TE BINDER COURSE,
e To T o To 168 I 76" 10 146" 26" 10 507 | & S N
= S .
3 & PROP. BITUMINOUS CONCRETE SURFACE COURSE,
o SUPERPAVE, MIX “C| N50, 1/5"
> TRAVEL LANE e LEFT TURN LANE OR TRAVEL LANE , PROP. LEVELING BINDER (MACHINE METHODI, SUPERPAVE, NSO, ¥4 - 27
——1 - i TWO WAY LERT TURN LANE 1 2 _
. ] [« BITUMINOUS MATERIAL (FRIME COAT)
2% 134 MAX. . ‘ % 1:9 max, 2%
= S— = BITUMINOUS SURFACE REMOVAL - VARIABLE DEPTH
= —]
- @0 PROP. SUB-BASE GRANULAR MATERIAL, TYPE B
4
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€
PROPOSED TYPICAL SECTION
NOUS MIXT NT ‘ STA. 5416 - STA. 28+72 i
NOTES:
MIXTURE TYPE AC TYPE VOIDS MAX RAP « | SUB-BASE GRANULAR MATERIAL INCIDENTAL TO
SIDEWALK CONSTRUCTION.
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX “C*, NSO PG 64-22 4% ® 50 GYR 15
BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19, N50 PG 58-22 4% @ 50 GYR 25 STRUCTURAL PAVEMENT DESIGN INFORMATION
BITUMINOUS BASE COURSE, SUPERPAVE, 8" PG 58-22 2% @ 50 GYR 50 STRUCTURAL TRAFFIC: YEAR 2014
BITUMINOUS PATCHES, CLASS D, TY Iv, IL-19, 10" PG 84-22 4% @ 50 GYR 15 Pv= 1,393 Su= 11 MU= 80
LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N50 PG 64-22 4% @ 50 GYR 15 ROAD/STREET CLASSIFICATION: CLASS II
BITUMINOUS PATCHES, CLASS D, TY III, IL-19, 10" | PG 84-22 45 @ 50 GYR 15 P= 50% $= 50% M= 50% REMOVAL ITEMS
TUMIN NEMAY PAYV ‘ e pacTan o T 859 REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
MINIMUM TF= N/A NAME
| FAU 3753
MIXTURE TYPE AC TYPE VoIDS MAX RAP BINDER = PG 64-22 SURFACE= 64- L SAUK TRAIL
RF p4-22 EXISTING AND PROPOSED TYPICAL SECTIONS
BITUMINOUS BASE COURSE, SUPERPAVE, 6 PG 58-22 2% @ 50 GYR 50 SUBGRADE SUPPORT RATING: AR i
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE. MIX “C", NSO, 2 PG 64-22 4% @ 50 GYR 15 IBR= 3.0 AsecciaTan, G :
scaLe: YR ORAWN BY  JBH
NOTE: THE UNIT WEIGHT USED TO CALCULATE BITUMINOUS SURFACE MIXTURES IS 112 ILS/SQ YD/IN e e CHECKED BY  JRW




